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V6027Anwendungshinweis 

Öl-Einfüll-Adaptersatz

Application Note 

Oil funnel fi lling hopper kit
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Der Adaptersatz V6027 besteht aus einem Trichter, einer Winkelverlängerung und fünf  
verschiedenen Adapter, die das Einfüllen von Motoröl in den Motorstutzen vereinfachen. 
 
Die Adapter werden auf den Öl-Einfüllstutzen des PKW aufgeschraubt. 
 
(Gegenüberstellung der Adapter siehe unten) 
 
Befindet sich der Öl-Einfüllstutzen tief im Motorraum oder an einer stark verengten Stelle, so kann 
die Winkelverlängerung Platz für den Einfülltrichter schaffen. Stecken Sie dazu die Winkelverlän-
gerung in den aufgeschraubten Adapter.

Der Einfülltrichter kann dann entsprechend mit der Winkelverlängerung oder direkt mit dem 
Adapter verbunden und mit Öl gefüllt werden. Das Fassungsvermögen beträgt 1l.

ViGOR No. Beschreibung / Description Automodelle / Car models

V6027-1 Einfülltrichter 1 Liter / 
Topping-up funnel
Capacity approx. 1 litre

– 

V6027-2 Winkelverlängerung / Angled extension – 

V6027-B1 Bajonettadapter  / 
Adapter with bayonet fitting

Audi ,BMW,Dodge,Mercedes, Volvo and VW 
vehicles.

V6027-B2 Bajonettadapter  / 
Adapter with bayonet fitting 

VW-Group MQB platform AUDI (A3), VW Golf 7, 
SEAT Leon(5F), SKODA Octavia 3

V6027-M32 Gewindeadapter, M32   /    
Threaded adapter, M32

Dodge Cummins turbo Diesel Truck&Neon;Ford 
Turbo-Diesel 6.0,6.4,6.9&7.3;Honda 
Accord,Civic,Element,Fit ,NSX&S2000;All Acura 
Models (expect MDX&RDX);Fit Most Nissan Models 
& Some Jaguar Models.

V6027-M35 Gewindeadapter, M35   /  
Threaded adapter, M35

Mazda

V6027-M37 Gewindeadapter, M37   / 
Threaded adapter, M37

Lexus,Toyota,Scion&Pontiac Vibe Models.(except 
Toyota Prius&Yaris)

The adapter set V6027 contains the funnel, an angled extension and five different adapters. 
Filling up motor oil into filler neck never was easier before. 
 
First of all, the fitting adapter needs to be screwed with filler neck of car.  
(comparison see below) 
 
If the filler neck is placed at tight position, please use the angled extension. You can simply put it 
into the adapter. 
 
Afterwards the funnel used to be connected with the angled extension or directly with the 
adapter, so oil can be filled up. The capacity of funnel is 1 litre.


